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Hayward Z-Series  

- Metering Pumps 

 

 

 

The Z Series 

Solenoid Diaphragm 

Metering Pumps are available 

in analog and digital versions. 

The Z series offers three sizes 

with flow rates ranging from 1 

gph to 29 gph with output 

pressures upto 230 psi to cover 

all your application needs. 

The proportional dosage options 

have proportional flow rate 

according to an external analog 

(4–20 mA) or digital pulse 

signal.  

 

Front facing controls and tube 

connections allow for easy and 

flexible installation.   

The pump can be managed with 

any on/off controller or 

automation system including 

Hayward's AquaRite Pro, 

ProLogic, OmniLogic, OmniHub 

and Commercial CAT 

Controllers. 

  



  
  For more information on the products featured in Newsplash, please contact Hayward/IMG at  

Fax: 909.444.0327, email: img@hayward.com or go to www.Haywardpool.com 

 

 

Pool water testing 

made easy with your 

smartphone. 

The easy to use 

app allows quick 

and accurate 

measurements 

and provides 

historical results 

of 5 important 

water quality 

parameters: pH, 

Chlorine, Total 

Alkalinity, Total 

Hardness and Cyanuric Acid. 

The app will recommend 

chemical dosages for perfect 

water balance based on pool 

size. 

Dip the strip in the water and 

align in app window for fast 

accurate results every time. 

The test strips are 

assembled in a 

convenient 

specially 

designed point of 

sale display 

carton of 12 

bottles with 50 strips per bottle. 

Contact your local Hayward 

distributor to get a free trial 

size bottle.  

PROHAYWARD 5880 

Universal Sealed LED 

Panel Underwater Light 
 

The ProHayward 5880 

Universal Sealed LED Panel 

light can be retroactively fit into 

any US style niche using the 

included fasteners. The light is 

available in RGB color and 

White combo. 

 

The ProHayward 

5880 Universal 

light has a low 

profile of only 

1.7cm, a VDE 

compliant cable 

and conforms to 

IP-68.  

 

The familiar ProHayward frame 

27cm diameter has an 

embossed Hayward logo and is 

manufactured of rugged ABS 

with UV protection. 

 

The light 

can also be 

installed in 

the 

ProHayward 

SP0600LED 

niche in new installations.   

 

 

There will be a price change 

effective October 1st 2020. 

There is a general price 

increase that averages 2-5%. 

Prices of some 

products may 

have reduced. 

Most of 

Hayward’s 

competitors 

have also 

announced similar price actions. 

Check with your Hayward 

representative or your 

distributor for any special 

programs available before 

December 31st, 2020 that may 

help mitigate the effects of the 

price action.  
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